COAXIAL CIRCULATORS
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Components

Features:

Higher isolation
Lower insertion loss
Compact package

Higher performance meet military

and commercial requirements

Specifications:
Fart Range
umber (GHz)
TGH-403-4450  4.4-5.0
TGH-403-5865  5.8-6.5
TGH-601-7085  7.0-8.5
TGH-601-9010  9.0-10
TGH-601-1113  11-13
TGH-601-1015  10-15

LL
(dB)

max.

0.3

0.4

0.4
0.3
0.4

0.5

Isolation

(dB)
min.

23

20

20
23
20

19

VSWR Working
max. Temperature
(c°)

1.15 -40 to +70
1.20 —40 to +70
1.20 -40 to +70
1.15 —40 to +70
1.20 -40 to +70
1.25 —40 to +70

Connector
Type

SMA

SMA

SMA

SMA

SMA

SMA

*Direction: to be defined before placing order by clockwise or anti-clockwise.

Outline: (unit: mm)
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FIG 5

Tel: +86-28-62811638 Fax: +86-28-62811640 business@tiger-mw.com http:// www.tiger-mw.com
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FIG 6

[[Z] TIGER

Tiger Microwave Industrial Park, NO. 18, Xinwen Road, Hi-Tech West Zone, Chengdu, China
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	1: TGF-B11系列同轴腔带通滤波器系列

